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' Technicol.informo’rion:
=S ! 1. Protection rating: IP67;
o 2. Operating temperature: from -40 to +60°C;
) %% 3. Power supply: from 5 to 27VDC;
Serial Number 4. Power consumption max: 0.65W/6VDC;
71[2.79528]
129.02[5.07957]
This drawing and any UNLESS OTHERWISE SPECIFIED DRAFTER g
DI ARE I MILLMETERS UAVOS
set out on it are TOL ON ANGLES +0.5° DEV ENGR UAVOS
the co.nfidenﬂol and 0 PLACE +0.5 1 PLACE +0.1 TITLE
AN N ASMEY14.5M \ :
O MUSTNOT BE suriace Finish: Ra3.2 Central Processing Unit
?ggh%éEiE’vS/:h%TelEgr’ THIRD ANGLE PROJECTION CONIRACT MO.
part or Useghforﬂiqy UAVOS FUNDED SIZE CAGE CODE | DRAWING NUMBER REV
PURose ;’)Ve'”ﬁigsi one NEXT ASSY USED ON @B MATERIAL A2 U . 3 2 .]02‘330.00 10
of UAVOS. APPLICATION SCALE 2:1 WEIGHT KG 0.151 SHEET 1 OF 1

REVISIONS

REV DESCRIPTION

DATE APPROVED

Amphenol PTO2E8-4P plug
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CAN H V+

D A
CAN L GND
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